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INSTRUCTIONS FOR USE AND MAINTENANCE
UPATSTVO ZA UPOTREBA I ODR@UVAWE
UPUSTVO ZA UPOTREBU I ODR@AVANJE

Dimension drawing / Dimenziski skici / Merne skice

 Montirawe na {ina 35mm /Monta`a na {inu 35mmMounting on rail 35mm (DIN 50022) / Replacement of the coil
Zamena na kalem
Zamena kalema

Mounting, of a contactor, steps: A and B.
Unmounting, of a contactor, steps: 1, 2 and 3.

Montirawe na kontaktor, ~ekor: A i B
Demontirawe na kontaktor, ~ekor 1, 2 i 3

Monta`a kontaktora, korak: A i B
Demonta`a kontaktora, korak: 1, 2 i 3

Possible installation positions / Mo`ni instalacioni pozicii / Moguћi polo`aj instalacije

Conductor cross section
Presek na provodnik
Presek provodnika
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Detail: C
1

C
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Mounting steps A/A1

Mounting steps B/B1

Mounting step C

Mounting step A Mounting step A1

Mounting step B1Mounting step B Mounting step C
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1000 - Skopje, Macedonia, III Makedonska brigada br.54
Tel./Fax++389 (0)2/ 2461-106; 2465-586; 2463620; 2463-596
E-mail:marketing@radekoncar.com.mk,  E-mail:export@radekoncar.com.mk; 
http: //www.radekoncar.com.mk

Mounting auxiliary blocks BP2 and BP4 / Montirawe pomo{ni blokovi BP2 i BP4 / Monta`a pomoћnih blokova BP2 i BP4

Mounting auxiliary block BP3
Montirawe pomo{en blok BP3
Monta`a pomoћni blok BP3

Mounting, of an auxiliary block, steps: A and B.
Unmounting, of an auxiliary block, steps: 1, 2 and 3.

Montirawe na pomo{en blok, ~ekor: A i B
Demontirawe na pomo{en blok, ~ekor 1, 2 i 3

Monta`a pomoћni blok, korak: A i B
Demonta`a pomoћni blok, korak: 1, 2 i 3

Mounting, of an auxilary block, steps:
- First put the block in position A/A1 and 
B/B1, second push the block in position C 
Unmounting, of an auxilary block, steps:
- First put the hand on the block like it is 
showen on the picture. After with the two 
ngers push it up the block - position 1, 
rotate the block - position 2 and position 3 
take off the block. 
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